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Una collezione che riprende le forme e i colori dei pavimenti di argilla cotta tipici della tradizione italiana. /
Le trame compatte e le variazioni dei toni ricreano sulla superficie i segni dell’uso e le irregolarita delle e _ 3 ' ' - — K C AS ALE
lavorazioni manuali. La serie é disponibile anche con superficie antiscivolo per uso esterno. = xn L
A collection hinting at the shapes and colors of the traditional Italian fired clay floors. The solid texturing and : ' - won 16,5x33 6.5"x13

shade variations recreate the wearing and surface irreqularity of handworked products. The series also comes

in the skid-resistand verion for safe use in outdoor installations. s e
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CARATTERISTICHE TECNICHE o [ECHNICAL FEATURES

GRES PORCELLANATO ¢ PORCELAIN STONEWARE « GRES CERAME o FEINSTEINZEUG
UNI EN 14411 BIA ALLEGATO G (ISO 13006)

Caratteristica tecnica Norma Valore richiesto dalle norme
Technical feature Norm Required standards CASALE
Caractéristique technique Norme Valeur prescrite par les normes
Technische Eigenschaft Norm Normvorgabe
N Assorbimento d’acqua
A o Water absorption UNIEN ISO o 0
/500\ | Absorption d’eau 10545-3 <0.5% <0,5%
Wasseraufnahme
Resistenza alla flessione Conforme
b Bending strength UNIEN ISO > 35 N/mm?2 Corresponding
E Résistance a la flexion 10545-4 - Conforme
T— Biegefestigkeit Entsprechend
Resistenza al gelo Nessuna alterazione Non gelivo
Resistance to frost UNIENISO No alteration Frost-proof
Resistance aux gel 10545-12 Aucune alteration Non gelifs
Frostbestéandigkeit Keine Verénderung Frostsicher
Lunghezza e larghezza /  enght and width +0,6%
Longuer et largeur / Lange und breite max
Spessore / Thickness +5%
cMm Epaisseur / Stérke max
Caratteristiche di regolarita Tolleranze minime
> Regularity characteristics UNIEN ISO Rettilineita spigoli / Straightness of sides +0,5% Low alteration
Caractéristiques de régularité 10545-2 Rectitude des aretes / Kantengeradheit max Minime alteration
RegelmaBigkeit Geringe Verdnderung
Ortogonalita / Rectangularity +0,6%
Orthogonalite / Rechtwinkligkeit max
Planarita / Lenght and width +0,5%
Planeite de surface / Ebenflachigkeit max
Qualita della superficie 1195 % min. delle piastrelle di prova deve essere esente da difetti visibili Conforme
Surface quality UNIEN ISO Minimum 95% of the tested tiles must be free from visible defects Corresponding
Qualités de la surface 10545-2 95% min. des carreaux de test ne doit pas contenir de défauts visibles Conforme
= | Oberflachenqualitat Min. 95% der gepriften Fliesen diirfen keine sichtbaren Méngel aufweisen Entsprechend
Resistenza ai prodotti chimici Minimo GB Conforme
Resistance to chemical products UNIEN 1SO Minimum GB Corresponding
Résistance aux produits chimiques 10545-13 Minimum GB Conforme
Widerstand gegen Chemikalien Minimum GB Entsprechend
Resistenza all’abrasione (metodo PEI) Come dichiarato Da 4 a5 in base al colore
Wear resistance (PEI test) UNIEN ISO As stated From 4 to 5, according to color
Résistance a I'abrasion (méthode PEI) 10545-7 Comme déclaré De 4 & 5, selon couleur
Widerstand gegen Abrieb (nach PEI) Wie angegeben Von 4 zu 5, je nachdem farbefarbe
Resistenza alle macchie Conforme
- Staining resistance UNIEN ISO Min. 3 Corresponding
@ Resistance aux taches 10545-14 ’ Conforme
Widerstand gegen Fleckenbildung Entsprechend
Stabilita dei colori
Colours stability . -
& Stabilité des couleurs DIN 51094 Stabile Nessuna Variazione
Farbbestandigkeit
Durezza Superficie Mohs Come dichiarato
Mohs surface hardness UNIEN 101 As stated Naturale
Dureté de la surface (echelle Mohs) Comme déclaré 6-8
Ritzharte nach Mohs Wie angegeben
- Resistenza agli shalzi termici Metodo di prova disponibile
CO Thermal shock resistance ISO Test method available Resiste
Resistance aux écorts de température 10545-9 Méthode d’essai disponible Resistant
v Temperaturwechselbestandigkeit Priifverfahren verfiighar
Resistenza allo scivolamento '\éIECT(R)%O D.M.I. Giugno 1989 n. 236 (i > 0,40) >0,4
y Slip resistance T
Résistance au glissement . . . .
‘ Rutschemmende Eigenchaft DIN 51130 In funzione dell’ambiente o della zona di lavoro R10 R11
6

Basing on the environment or on the working area
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